DEPARTMENT OF THE ARWY
Omha District, Corps of Engineers
106 South 15th Street
Oraha, Nebraska 68102-1618

:NOTI CE:  Failure to acknow edge : Solicitation No. DACA45 03-R- 0051

;all amendnents nmy cause rejec-

:tion of the offer. See FAR : Date of Issue: 17 NOV 2003

:52.215-1 of Section 00100 : New Dat e of Receiving Proposal s:
12 JAN 2004

Amrendnment No. 0006
5 January 2004

SUBJECT: Amendnment No. 0006 to specifications and drawi ngs for Construction of

REPLACE HYDRANT FUEL SYSTEM SGBP 050017, OFFUTT AFB, NEBRASKA
Solicitation No. DACA45 03-R-0051.

TGO Prospective Oferors and O hers Concer ned
1. The specifications and drawi ngs for subject project are hereby nodified
as follows (revise all specification indices, attachnment Ilists, and draw ng

i ndi ces accordingly).

a. Specifications. (Descriptive Changes.)

(1) SF 1442 (Section 00010), Page 1.

(a) Delete date shown for receipt of proposals and
substitute “12 JAN 2004".
(b) Item 11, delete “540" and substitute “*”; Also, line 2,
after “(See”, insert:
“* Section 00800".

(2 Section 00800, Page 3, paragraph 1.1, lines 4 and 5, delete
“540 cal endar days after receipt of Notice to Proceed” and
substitute:

“540 cal endar days (includes any options exercised except Options O5 and
O 6) after receipt of Notice to Proceed. If Options O5 and/or O 6 are

exercised, the conpletion tine will be extended an additional 90 cal endar
days.”

(3) Section 02115A, Page 4, paragraph 1.2, line 1, delete “and
punpabl e i quids”.

(4) Fol | owi ng Section 08110, insert attached Section 08331A

(5) Section 09915, Page 3, to the end of paragraph 2.2.1.1,
add:

“Locations of these buildings are as foll ows:

Bl dg. 458 205 Looki ng G ass Avenue
Bl dg. 464 210 Looki ng G ass Avenue
Bl dg. 499 81 Looki ng d ass Avenue
Bl dg. 685" 103 Ni ghtwat ch Avenue”
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(6) Section 13112A, Page 12, paragraph 2.2.2.4, delete “The
cabi net and mounting support shall be painted with the
manuf acturer’s standard painting system” and substitute:

“The cabi net nounting support systemshall be painted with the
manuf acturer’s standard painting system”

(7) Section 13112A, Page 13, paragraph 2.4.1.1, in the first
line, delete “No. 8" and substitute “No. 12".

(8) Section 13112A, Page 23, paragraph 3.5.5. 1.

(a)ln the seventh line, delete “2.5” and substitute “50".
(b) To the end of the paragraph, add:

“Areas where the pipeline is |ocated under concrete, neasurenents shall
be limted to the access control ports and to the test stations.”

b. Drawings (Not Reissued). The followi ng sheets of drawi ng code AF
125-20-01 are revised as indicated below with latest revision date of 05
January 2004. These drawings are not reissued with this amendnment.

(1) Sheet AR 01, NOTES, follow ng note 3, add:

"4, FOR PRI Cl NG PURPOSES, THE CONTRACTOR SHALL ASSUME THAT THE CWMU WALLS TO
BE REMOVED HAVE CELLS FI LLED W TH CONCRETE AND EXI STI NG FLOOR SLABS CONTAI N
REBAR. "
(2) Sheet A4.01, ROOM MATERIAL AND FI N SH SCHEDULE, Room 102,
under CEILING “TYPE" colum, delete the “R' under “RIA@ D" and show
a “S" under “SUSPENDED’.

(3) Sheet M2.02, |SOVETRIC DI AGRAM MAV associated with punp
di scharge header, delete synmbol for MAV closest to draw ng
coordinate D 2.

(4) Sheet EC. 03, Detail T, the dinmension previously revised under
amendment 0005, delete “45 " and substitute “43.5 7.

(5)  sheet EC 04.
(a) Detail N

i) NOIES, note 6, first Iline, delete “#2” and
substitute “#4”".

ii) Detail title reading “AREA A BLOCK D AGRAM
| MPRESSED CATHODI C PROTECTI ON', del ete “AREA A’.

iii) Sheet references under detail title, delete
“EC. 02" and substitute “EC 04" (2 places); Al so,
delete “E2.01” and substitute “El. 1B".

(b) Detail O Sheet references under detail title, delete

“EC. 02" and substitute “EC 04" (2 places); Aso, to
sheet reference where section is cut, add “EU. 02".
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(c) Detail J, Sheet references under detail title, delete
“EC. 02" and substitute “EC 04" (2 places); Al so, delete
“E2. 01" and substitute “El.1B".

(d) Details K and P, Sheet references under detail titles,
delete “EU.OX' and substitute “EU. 02", and delete
“EC. 02" and substitute “EC. 04" (both details).

2. This anendnent is a part of the proposing papers and its receipt shall be
acknow edged on the Standard Form 1442. Al other conditions and requirenents
of the specifications remain unchanged. If the proposals have been nmiled
prior to receiving this amendnent, you will notify the office where proposals
are received, in the specified manner, immediately of its receipt and of any
changes in your proposal occasioned thereby.

a. Hand- Carried Proposals shall be delivered to the U S. Arny Corps
of Engi neers, Omaha District, Contracting Division (Room 301), 106 South 15th
Street, Omaha, Nebraska 68102-1618.

b. Mai | ed Proposals shall be addressed as noted in Item 8 on Page
00010-1 of Standard Form 1442,

3. Ofers will be received until 2:00 p.m, local time at place of
recei ving proposals, 12 JAN 2004.

Attachnent s:
Section 08331A, Pages 1 thru 5

U S. Arny Engineer District, Qrmaha
Cor ps of ENngi neers

106 South 15th Street

Ormaha, Nebraska 68102-1618

05 January 2004
DRL/ 4547
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Repl ace Hydrant Fuel System O futt AFB, Nebraska OoF27

SECTI ON 08331A

METAL RCLLI NG COUNTER DOORS
09/ 98

PART 1 GENERAL

1.

1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.
ASTM | NTERNATI ONAL (ASTM
ASTM A 240/ A 240M (1999b) Heat - Resi sting Chromnmi um and
Chrom um Ni ckel Stainless Steel Plate,
Sheet, and Strip for Pressure Vessels
NATI ONAL FI RE PROTECTI ON ASSCC!I ATI ON ( NFPA)

NFPA 80 (1999) Fire Doors and Fire W ndows

.2 GENERAL

Rol Iing counter doors shall be of the type, size, and design indicated on
the draw ngs, and shall be the standard product of a manufacturer regularly
engaged in the production of rolling counter doors. Each door shall be
provided with a permanent | abel showi ng the manufacturer's name and address
and the nodel nunber of the door.

.3 SUBM TTALS

Covernment approval is required for submittals with a "G designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs
Approved Detail Draw ngs; G AO
Drawi ngs showi ng el evati ons of each door type, details of
anchorage, details of construction, |ocation and description of
har dwar e, shape and thickness of materials, details of joints and
connections, and details of guides and fittings. A schedule
showi ng the | ocation of each counter door shall be included with
t he draw ngs.
SD- 03 Product Data
Rol i ng Counter Doors; G AO
Manufacturer's descriptive data and catal og cuts.

SECTI ON 08331A Page 2
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Repl ace Hydrant Fuel System O futt AFB, Nebraska OoF27

Install ation;
d eani ng;

Manufacturer's preprinted installation and cl eani ng instructions.
SD- 10 Operation and Mi ntenance Data
Operation; G AO

Three conpl ete copies of nmaintenance instructions listing
routi ne mai ntenance procedures, possible breakdowns and repairs,
troubl eshooting guides, and sinplified diagrans for the equi pnent
as installed. Spare parts data for each different item of
mat eri al and equi pnent specified shall be supplied not l[ater than
two nonths prior to the date of beneficial occupancy. The data
shall include a conplete list of parts and supplies, with current
unit prices and source of supply, and a list of the parts
recomended by the manufacturer to be replaced after 3 years of
service

1.4 DELI VERY AND STORAGE

Rol Iing counter doors shall be delivered to the jobsite wapped in a
protective covering with the brands and nanmes clearly narked thereon.

Rol I'ing counter doors shall be stored in accordance with the manufacturer's
instructions in a dry location that is adequately ventilated and free from
dust, water, or other contam nants, and in a manner that permts easy
access for inspecting and handling. Doors shall be handled carefully to
prevent damage. Dammged itens that cannot be restored to |ike-new
condition shall be repl aced.

1.5 WARRANTY

Manuf acturer's standard performance guarantees or warranties that extend
beyond a 1 year period shall be provided.

PART 2 PRODUCTS
2.1 BASI C COVPONENTS
2.1.1 Curtain

The curtain shall be fabricated of Type 304 stainless steel slats
conform ng to ASTM A 240/ A 240M Type 304 or Type 430. Thickness of slat
material shall be as required by width of opening or as required by
specified fire-rating. Slats shall be approxi nately 1-1/4 to 1-1/2 inch
wide with a depth of crown of 1/2 inch. Aternate slats shall be fitted
with end | ocks to maintain curtain alignnment. Bottomof curtain shall be
provided with angl e or tubul ar bar reinforcenment matching the curtain, and
fitted with a resilient bottom seal

2.1.2 Janb QGui des

Gui des shall be of 13 gauge nini mumthi ckness stainless steel conforming to
ASTM A 240/ A 240M Type 304 or Type 430.

SECTI ON 08331A Page 3
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Repl ace Hydrant Fuel System O futt AFB, Nebraska OoF27

2.1.3 Count er bal ance Shaft Assenbly

The curtain shall be coiled around a steel tube of sufficient thickness and
dianeter to prevent deflection exceeding 0.03 inch per foot. The barre
shall contain oil tenpered helical steel torsion springs capable of
sufficient torque to counterbal ance the weight of the curtain. Springs
shal |l be calculated to provide a mnimumof 7,500 operating cycles (one
compl ete cycle of door operation will begin with the door in the closed
position, nove to the full open position and return to the cl osed position).

2.1. 4 Br acket s

Brackets shall be a minimm 12 gauge thickness steel if flat plate, or 16
gauge thickness if there are a mininumof 3 returns of 3/4 inch w dth.

2.1.5 Hood

The hood shall be of 24 gauge stainless steel conforming to ASTM A 240/ A
240M Type 304 or Type 430.

2.2 FI RE- RATED ROLLI NG COUNTER DOOR

Fire-rated rolling counter doors shall be Class B (1-1/2 hr.) rated and
shall conformto the requirenments specified and to NFPA 80 for the class
indicated. Doors shall bear the |abels of a recognized testing agency
indicating the applicable fire resistance rating. The construction details
necessary for |labeled rolling counter doors shall take precedence over
details indicated or specified herein. Door curtains, guides and hood
shal|l be stainless steel. Fire-rated rolling counter doors shall be
conplete with hardware, accessories, and automatic cl osing devi ce.

2.3  OPERATION
2.3.1 Manual Operation

The curtain shall be operated by means of manual push-up with |ift handl es
or continuous full width [ift bar.

2.4 FI NI SH

Exposed parts of the counter door, including the curtain, bottomrail

gui des, and hood shall be of uniformfinish and appearance. Stainless
steel shall have a No. 4 finish. Al other steel parts shall be given a
shop coat of primer paint standard with the manufacturer.

PART 3 EXECUTI ON
3.1 | NSTALLATI ON

Doors shall be installed in accordance with approved detail draw ngs and
manuf acturer's instructions. Anchors and inserts for guides, brackets,
hardwar e, and ot her accessories shall be accurately |ocated. Upon

conpl etion, doors shall be free fromwarp, twist, or distortion. Doors
shal |l be lubricated, properly adjusted, and denponstrated to operate freely.
Fire-door installation shall be in conformance with NFPA 80 for the class

i ndi cated and the manufacturer's instructions.
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3.2 CLEANI NG

St ai nl ess steel doors shall be cleaned in accordance with nmanufacturer's
approved instructions.

-- End of Section --
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